Engineering Services (Main)

Examination - 2025 S
CIVIL ENGINEERING
PAPER—I
Time Allowed : Three Hours Maximum Marks : 300

QUESTION PAPER SPECIFIC INSTRUCTIONS

Please read each of the following instructions carefully before

attempting questions

There are EIGHT questions divided in TWO Sections.

Candidate has to attempt FIVE questions in all.

Question Nos. 1 and 5 are compulsory and out of the remaining, any THREE are to be
attempted choosing at least ONE question from each Section.

The number of marks carried by a question/part is indicated against it.

Wherever any assumptions are made for answering a question, they must be clearly
indicated.

Diagrams/Figures, wherever required, shall be drawn in the space provided for answering the
question itself.

Unless otherwise mentioned, symbols and notations have their usual standard meanings.

Attempts of questions shall be counted in sequential order. Unless struck off, attempt of a
question shall be counted even if attempted partly.

Any page or portion of the page left blank in the Question-cum-Answer Booklet must be
clearly struck off.

Answers must be written in ENGLISH only.
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1. (a)

(b)

()

(@)

(e)

SECTION—A

(i) Write the qualities of good timber and the factors affecting the strength of

timber. 6
(i) Write short notes on any three of the following :
(1) Brick buttresses
(2) Brick corbel
(3) Brick coping
(4) Thresholds
(5) Brick jambs
(6) Racking back 2x3=6
Draw the bending moment and shear force diagram for the beam shown
below :
A7 = /B
4 2 m v 2m —% 12
With the help of a sketch, briefly explain the major shear transfer mechanisms
in a reinforced concrete beam, having shear reinforcement. Indicate the
internal forces acting at a flexural-shear crack. 12
A pedestal in the shape of a frustum of a cone is made of concrete having a
specific weight of 24 kN/ m?. Determine the average normal stress acting in
the pedestal at its base : A
S
03 m >y
X 12
A four-wheel tractor weighing 18000 kg has weight distribution between the
front and the rear wheels of 40 percent and 60 percent respectively. It is
operating on a level haul road whose rolling resistance is 45 kg/ton. What is
the maximum rimpull of the tractor if the coefficient of traction between the
road surface and the tyre is 0:657 12
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XI

«——400 mm ¢—> <—60 mm

|<_600mm¢—>'

A short hollow cast iron column having an external diameter of 600 mm and
inside diameter 400 mm was cast in a factory. On inspection, it was found that
the bore is eccentric as shown in the figure above. If the column carries a load
of 2000 kN along the axis of the bore, calculate the extreme intensities of
stresses induced in the section. 20

(b) Explain the following terms :

(i)
(ii)
(iii)
(iv)
v)
(vi)
(vii)
(viti)
(ix)
x)

Autogenous shrinkage

Bogue compounds

Case-hardening

Elastomers

Guniting

Scoriaceous aggregate

Self-desiccation

Shingling

Puddling

Wet rot 2x10=20

(c) Design a suitable double-angle discontinuous strut in a steel truss to carry a
working axial compressive load of 200 kN. The effective length of the strut is
2:12 m. Use a gusset plate of 20 mm thick. Assume column buckling class c.
fy =250 MPa, f,, =400 MPa, v, =1-25.

Relevant portion of the code books is enclosed. 20
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TABLE Il ROLLED STEEL EQUAL ANGLES "

DIMENSIONS AND PROPERTIES
( Continued ) % “ex

Designation Size Thickness Sectional Weight per Centre of Distance of
Area Metre Gravity Extreme Fibre
Ax B t a w Cex=C,, Crx=Eyy

mm mm mm em? kg cm cm

ISA 7070 70 <70 S0 677 53 1-89 541
6-C 806 63 194 5-06

8-0 10-58 83 202 4-98

10-0 13-02 10-2 2-10 490

ISA 7578 75x 75 50 7-27 57 202 5-48
60 8-66 68 2-06 544

80 11-38 89 . 2:14 5-36

10-0 14-02 1i-0 222 528

iSA 8680 80 x BO 6-0 9-29 73 2-18 5-82
8-0 12:21 9-6 227 573

10-0 15-05 118 2:34 5-66

12:0 £7-814 3 140 2-42 5-58

ISA 90%0 90 x %0 60 10-47 82 242 6-58
80 13-79 io8 251 649

10-0 t7-03 i3-4 2.59 641

12:0 20-19 158 2:66 634

1SA 100100 100 x 100 6-0 11-67 92 2:67 7-33
8:0- 15-39 12-4 276 7-24

10-0 19-03 14-9 2:84 716

12-0 22-59 177 292 7-08

ISA 110110 110 110 80 i7-02 13-4 300 8-00
10-0 21-06 16-5 308 792

12:0 25-02 19-6 316 7-84

15-0 30-84 242 327 773

ISA 130130 130 x 130 80 20-22 159 3-50 9-50
10-0 25-06 197 1.58 942

12:0 29-82 13-4 3-66 9-34

150 36-81 289 378 9:22

ISA 150150 150 % 180 10-0 29-03 228 408 10-94
i2:0 34-59% 27-2 4-14 10-86

150 42-78 336 4-26 1074

180 50-79 399 438 1062

I1SA 200200 200 x 200 12:0 46-61 366 536 14-64
150 57-80 454 5-49 14-51

18-0 68-81 54-0 5-61 14-39

250 93-80 736 588 14-12

NESP-O-CVLE/40 4




TABLE 1l

ROLLED STEEL EQUAL ANGLES

DIMENSIONS AND PROPERTIES
( Continued )

Radii of Gyration

31-1
368
47-4
572

87
457
59-0
71-4

56-0
72'5
877
101-9

801
104-2
1267
147-9

13
145-1
177-0
2070

195:0
2384
279-6
337-4

3283
402:7
4738
5746

6224
735-4
8968
10489

17889
21977
25887
34363

bia L
cmé cmt
4%-8 12-5
58-8 148
755 19:3
907 237
619 155
7341 184
941 240
133 29-4
89 6 22'S
1156 294
139:5 360
161-4 424
128 1 32:0
1664 420
2019 516
2349 60'9
1781 445
2318 58-4
282-2 718
3293 847
3117 782
380-5 963
4453 il3-8
5354 1393
525-1 13t-4
6434 162-1
755-9 191-8
9142 2350
995-4 2494

1174-8 296-0
| 429-7 3638
1 668-2 4295

28620 7159
35118 8837
41308 | 0465
5 460-9 14116
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Frx="ryy
cm

2:15
2-14
2:12
2:10

2-31
2:30
2:28
2:26

2:46
2:44
2:41
2:39

2:77
275
273
271

309
307
3:05
3-03

3-38
3-36
334
331

403
4-01
399
395

463
46l
458
454

620
617
613
6-05

'KU

cm

271
2:70
2-67
2:64

292
2 91
2-88
284

31
3-08
304
301

350
347
344
341

391
388
385
382

428
425
422
4-17

510
507
5-03
498

5:86
583
5-78
573

7-84
779
7:25
7-63

)
oy
om

1-36
1-36
t-3%
¥35

1-46
I-46
1-45
1-45

1-56
1-55
-85
1-54

1-75
$-15
174
1-74

1-95
1-95
1-94
194

214
214
213
213

2-55
2:54
2:54
2:53

2:93
2:93
2-92
291

392
391
390
388

Modulus of Radius at
Root

Section
zu= zyy

cm3

6t
7-3
95
-7

7

84
10
13:5

96
12:6
155
18:3

12:2
160
19-8
233

152
20-0
247
29-2

244
30-1
357
437

345
427
50-7
62:3

569
677
835
987

122-2
151-4
179-9
243-3

fy

mm

70

70

80

85

85

10-0

10-0

12-0

150

Radius at Product of

Toe

e

mm

45

45

45

379

55

60

60

80

100

Inertia

lyy

cm#

18-4
21-7
27-9
333

22-8
27-0
348
417

33-0
427
51-4
592

47-2
615
745
865

657
85-8
104-4
1216

115}
140-6
164-5
197-0

194-2
2383
2799
337-8

3682
4350
5290
6160

10589
13042
15305
20157

Designation

ISA 7070

ISA 7575

ISA 8080

ISA 9090

ISA 100100

ISA 110110

ISA 130130

ISA 150150

ISA 200200
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IS 800 : 2007

10.3.1.3 In the calculation of thread length, allowance
should be made for tolerance and thread run off.

10.3.2 A bolt subjected to a factored shear force (V,,)
shall satisfy the condition

Voo = Vao

where V,, is the design strength of the bolt taken as the
smaller of the value as governed by shear, V,
(see 10.3.3) and bearing, Vs (see 10.3.4).

10.3.3 Shear Capacity of Bolt
The design strength of the bolt, V,,, as governed shear
strength is given by:
Vdsb = Vnsb / Yab
where

V. =nominal shear capacity of a bolt,
calculated as follows:

Vnsb TR %("u Anb+ ns Axli)

where

Jf, = ultimate tensile strength of a bolt;

» = number of shear planes with threads
intercepting the shear plane;

. = number of shear planes without threads
intercepting the shear plane;

Ay, = nominal plain shank area of the bolt; and

A, = netshear area of the bolt at threads, may

be taken as the area corresponding to
root diameter at the thread.

10.3.3.1 Long joints

When the length of the joint, /; of a splice or end
connection in a compression or tension element
containing more than two bolts (that is the distance
between the first and last rows of bolts in the joint,
measured in the direction of the load transfer) exceeds
15d in the direction of load, the nominal shear capacity
(see 10.3.2), V, shall be reduced by the factor By, given
by:

B =1.075- 1;/(200 d) but 0.75 < B;<1.0
=1.075 - 0.005(; /d)
where

d = Nominal diameter of the fastener.

NOTE — This provision does not apply when the distribution
of shear over the length of joint is uniform, as in the connection
of web of a section to the flanges.

10.3.3.2 Large grip lengths
When the grip length, /, (equal to the total thickness of
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the connected plates) exceeds 5 times the diameter, d
of the bolts, the design shear capacity shall be reduced
by a factor B,,, given by:

By =84d/(3d+1)=8/(3+,/d)
By shall not be more than By given in 10.3.3.1. The
grip length, /,; shall in no case be greater than 84.
10.3.3.3 Packing plates

The design shear capacity of bolts carrying shear
through a packing plate in excess of 6 mm shall be
decreased by a factor, B, given by:

Bpk =(1-0.0125¢,)
where

1 = thickness of the thicker packing, in mm.
10.3.4 Bearing Capacity of the Bolt

The design bearing strength of a bolt on any plate, V,,,
as governed by bearing is given by:

Voo = Vago / Yoo
where

Voo = nominal bearing strength of a bolt
=25k, dtf,
where

e P 74
; —_—, —=0.25, =, 1.0;
k, is smaller of 3d,’ 3d, 1.

e, p = end and pitch distances of the fastener
along bearing direction;
d, = diameter of the hole;

S Sy = ultimate tensile stress of the bolt and the
ultimate tensile stress of the plate,
respectively;

d = nominal diameter of the bolt; and

= summation of the thicknesses of the
connected plates experiencing bearing
stress in the same direction, or if the bolts
are countersunk, the thickness of the
plate minus one half of the depth of
countersinking.
The bearing resistance (in the direction normal to the
slots in slotted holes) of bolts in holes other than
standard clearance holes may be reduced by
multiplying the bearing resistance obtained as above,
Vapes Y the factors given below:

a) Over size and short slotted holes — 0.7, and
b) Long slotted holes -0.5.

NOTE — The block shear of the edge distance due to
bearing force may be checked as given in 6.4.
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3. (a) For the network shown below, the time estimates (in days) for each activity are
mentioned. Determine the probability of completing the project in 35 days.

Given :
Standard normal distribution function

VA P% (% probability)
0-8 78:51
09 81-59
1-0 84-13
: o 8643
B ] 88:49

(b) Design a short reinforced concrete column subjected to a working axial load of
1400 kN and service moments of 60 kN-m and 40 kN-m about its major and
minor axes respectively. The least cross-sectional dimension of the column
shall be 300 mm. Adopt limit state design. Use M 30 concrete and Fe 500 grade
steel. The effective concrete cover to longitudinal reinforcement is 60 mm.
Sketch the reinforcement details.

Relevant portions of IS456 and SP 16 are enclosed.
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39.3 Short Axially Loaded Members in
Compression

The member shall be designed by considering the
assumptions given in 39.1 and the minimum
eccentricity. When the minimum eccentricity as
per 25.4 does not exceed 0.05 times the lateral
dimension, the members may be designed by the
following equation:

P, = 041, .A +067f.A
where
P, = axial load on the member,
J, = characteristic compressive strength of the
concrete,
= Area of concrete,
f, = characteristic strength of the compression
reinforcement, and

area of longitudinal reinforcement for
columns,

39.4 Compression Members with Helical
Reinforcement

The strength of compression members with helical
reinforcement satisfying the requirement of 39.4.1 shall
be taken as 1.05 times the strength of similar member
with lateral ties.

39.4.1 The ratio of the volume of helical reinforcement
to the volume of the core shall not be less than
0.36 (AJA -1 1, /f,

where

gross area of the section,
area of the core of the helically reinforced
column measured to the outside diameter
of the helix, :

characteristic compressive strength of the
concrete, and

-
1]

characteristic strength of the helical
reinforcement but not exceeding
415 N/mm?,

39.5 Members Subjected to Combined Axial
Load and Uniaxial Bending

A member subjected to axial force and uniaxial bending
shall be designed on the basis of 39.1 and 39.2.

NOTE — The design of member subject to combined axial Joad
and uniaxial bending will involve lengthy calculation by trial
and error. in order to overcome these difficulties interaction
diagrams may be used. These have been prepared and published
by BIS in 'SP . 16 Design sids for reinforced concrete (o
IS 456",

IS 456 : 2000

39.6 Members Subjected to Combined Axiat Load
and Biaxial Bending

The resistance of a member subjected to axial force
and biaxial bending shall be obtained on the basis of
assumptions given in 39.1 and 39.2 with neutral axis
so chosen as to satisfy the equilibrium of load and
moments about two axes. Alternatively such members
may be designed by the following eguation:

. M L ]
[ﬂu i, . [N
Mnxl Muyl

where
M M, = moments about x and y axes
due to design loads,
M, M, = maximum uniaxial moment

capacity for an axial load of P,

bending about x and y axes

respectively, and

a, is related to P /P

where P =045f, A +075f.A,
For values of P /P = 0.2 to 0.8, the values of o, vary
linearly from 1.0t0 2.0. For values less than 0.2, o is
1.0; for values greater than 0.8, o is 2.0.

39.7 Siender Compression Members

The design of siender compression members
(see 28.1.1) shall be based on the forces and the
moments determined from an analysis of the structure,
including the effect of deflections on moments and
forces. When the effect of deflections are not taken
into account in the analysis, additional moment given
in 39.7.1 shall be taken into account in the appropriate
direction.

39.7.1 The additional moments M and M_ shall be
calculated by the following formulae:

2
M, = —-L—-PD {_‘ll}

" 20001(D
2
M .-!lb— l—'!-
¥ 2000 b
where
P, = axial load on the member,
{, = effective length in respect of the major
axis,
L, = effective length in respect of the minor axis,
D = depth of the cross-section at right angles
to the major axis, and
b = width of the member.

For design of section, 39.5 or 39.6 as appropriate shall
apply.
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Chart 48 COMPRESSION WITH BENDING—Rectangular
Section—Reinforcement Distributed Equally on Four Sides

14

13

1-2

1:1

1-0

P, /£ bD
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